
UNDISTURBED EARTH COMPACTED TO 95% S.P.D.
OR COMPACTED SUB-GRADE TO 98% S.P.D.

150mm - 19mm CRUSHER RUN LIMESTONE
COMPACTED TO 98% S.P.D.

GENERAL NOTES:
1. ALL WORK SHALL BE IN STRICT CONFORMANCE WITH ALL CURRENT APPLICABLE CODES

AND REGULATIONS.
2. ENSURE A CLEAN, FLUSH TRANSITION BETWEEN ADJACENT PAVING & SURFACING.
3. ENSURE THAT PATHWAY GRADES AND CROSS SLOPE PROVIDE POSITIVE DRAINAGE

AND ADHERE TO GRADING PLAN (WHERE APPLICABLE).

50mm LIMESTONE SCREENING
COMPACTED TO 98% S.P.D.

270R NON-WOVEN GEOTEXTILE FILTER FABRIC

SLOPE FOR POSITIVE
DRAINAGE PER GRADING

PLANS TYP.

UNDISTURBED EARTH COMPACTED TO 95% S.P.D.
OR COMPACTED SUB-GRADE TO 98% S.P.D.

100mm - 19mm COMPACTED ANGULAR
CLEARSTONE DRAINAGE BASE LAYER

GENERAL NOTES:
1. ALL WORK SHALL BE IN STRICT CONFORMANCE WITH ALL CURRENT APPLICABLE CODES

AND REGULATIONS.
2. ENSURE A CLEAN, FLUSH TRANSITION BETWEEN ADJACENT PAVING & SURFACING.
3. ENSURE THAT PATHWAY GRADES AND CROSS SLOPE PROVIDE POSITIVE DRAINAGE

AND ADHERE TO GRADING PLAN (WHERE APPLICABLE).

75mm COMPACTED Fiber WeaveÈ COMPACTED
WOOD MULCH, ENGINEERED FOR ACCESSIBILITY

270R NON-WOVEN GEOTEXTILE FILTER FABRIC

SLOPE FOR POSITIVE
DRAINAGE PER GRADING

PLANS TYP.

COMPACTED SUB-GRADE TO 98% S.P.D.

150mm - 19mm COMPACTED ANGULAR
CLEARSTONE DRAINAGE BASE LAYER

GENERAL NOTES:
1. ALL WORK SHALL BE IN STRICT CONFORMANCE WITH ALL CURRENT APPLICABLE CODES

AND REGULATIONS.
2. ENSURE A CLEAN, FLUSH TRANSITION BETWEEN ADJACENT PAVING & SURFACING.
3. ENSURE THAT PATHWAY GRADES AND CROSS SLOPE PROVIDE POSITIVE DRAINAGE

AND ADHERE TO GRADING PLAN (WHERE APPLICABLE).

40mm -1830 SF PUREPAVE (TM) WALKING
SURFACE (COLOUR: LOCAL AGGREGATE BLEND)

270R NON-WOVEN GEOTEXTILE FILTER FABRIC

SURFACE SLOPE FOR POSITIVE DRAINAGE
PER GRADING PLANS

SUBGRADE SLOPE FOR POSITIVE
DRAINAGE PER GRADING PLANSSUBDRAIN LOCATIONS & SPECIFICATIONS PER

GRADING/SERVICING PLANS

ECORASTER BLOXX:EACH FILLED
WITH 4x CONCRETE PAVING
STONES, (NOT SHOWN) AND
TAMPED FLUSH

33
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333

ECORASTER BLOXX
WITH CONCRETE PAVING STONES
19mm ANGULAR CLEARSTONE
COMPACTED BASE LAYER

270R NON-WOVEN
GEOTEXTILE FILTER FABRIC

COMPACTED SUB-GRADE
TO 98% S.P.D.

50
30

0

NOTE: SEE PLAN FOR BLOXX
COLOUR LAYOUT WITHIN
ACCESSIBILITY SPACE

50
30

0

ECORASTER E50 SLIGHTLY
OVER-FILLED WITH 6mm CLEAR,
ANGULAR DARK GRAY
LIMESTONE CHIP AND
COMPACTED

33
3

333

ECORASTER E50 SLIGHTLY OVER-FILLED
19mm ANGULAR CLEARSTONE
COMPACTED BASE LAYER

270R NON-WOVEN
GEOTEXTILE FILTER FABRIC

COMPACTED SUB-GRADE
TO 98% S.P.D.

WHITE CLIP-IN PARKING LINE MARKERS AVAILABLE FROM
ECORASTER, EVERY 3RD OPENING TYP. LINE LOCATIONS PER PLAN

X X X X X X X X X X X X X X X X X

LIMESTONE BOULDER SELECTION TO BE APPROVED
BY LANDSCAPE ARCHITECT PRIOR TO ARRIVAL ON
SITE. SIZES VARY AND ARE APPROXIMATE PER PLAN.

150mm DEPTH FIBERBOARD EXPANSION
JOINT MATERIAL, CONTINUOUS BAND
BETWEEN BOULDER AND ADJACENT
CONCRETE TYP.  FORM FIBERBOARD TO
CURVES OF BOULDER.

SEE CONCRETE DETAILS &
ASSOICATED SPECIFICATIONS TYP.

150mm COMPACTED
19mm GRANULAR BASE -

MATERIAL TO MATCH
BASE AGGREGATE OF

ADJACENT/SURROUNDING
SURFACING

COMPACTED SUBGRADE

NOTE:
SURROUNDING
FINISHED GRADES
PER GRADING PLANS

GRADE

MOLOK M-1300 WASTE CONTAINER
SEMI-BURIED INSTALLATION PER MANUFACTURER
RECOMMENDATIONS.

CAPACITY: 1,300 LITRES/1.7 YD3
DIAMETER: 0.95m
WASTE STREAMS: WASTE, RECYCLABLES, PAPER,
ORGANICS

STANDARD LID - 690mm Ï
EON PLASTIC FRAMING IN CEDAR COLOUR
SEMI-HARD LIFTING BAG

30
0

UNDISTURBED SUBGRADE OR
COMPACTED TO 95% SPD

300mm DEPTH NATIVE TOPSOIL
THROUGHOUT ALL NATIVE SEEDED

AREAS,  AMENDED AS/IF
NECESSARY TO MEET MINIMUM

SOIL SPECIFICATION
REQUIREMENTS.

UPLAND NATIVE MEADOW
SEED MIX PER DETAILS

LIMESTONE BOULDER SEETING WALL
WITH CONTINUOUS 150mm MIN.

COMPACTED AGGREGATE BASE

15
0

LIVE EDGE, LARGE-SLAB TABLES (x3)
DIMENSIONS APPROXIMATE PER PLAN.
CONTRACTOR TO PROVIDE SHOP
DRAWINGS BASED ON AVAILABLE SLABS
FOR LANDSCAPE ARCHITECT APPROVAL
PRIOR TO CONSTRUCTION.

75

MULCH SURFACING
PER DETAIL

12
20

200

EACH TABLE SECURED
AT MINIMUM TWO
CONCEALED POINTS
WITH TAMPER-PROOF
HARDWARE TYP.

GRADES PER
ENGINEERING

PLANS TYP.

AAA

FFE 148.40

148.25

148.00

MAX 24HR POND WATER LEVEL 147.75

147.50

147.25

148.50

148.75

APPROX. POND BOTTOM 147.45

TOP OF BENCH 148.83

BEFORE INFILTRATION/OVERLAND FLOW

W.R. CEDAR BENCH

W.R. CEDAR DECK, MAX 200mm ABOVE GRADE
CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR
LANDSCAPE ARCHITECT APPROVAL PRIOR TO
CONSTRUCTION

PRECAST NATURAL STONE STEP PROVIDES FLUSH
TRANSITION TO DECK AT MULCH WALKWAY +

LIMESTONE SCREENING SURFACE AREAS

UNDISTURBED SUBGRADE OR
COMPACTED TO 95% SPD

LIMESTONE SCREENING SURFACING - SEE DETAIL

ROUNDED LANDSCAPE BOULDER  - SEE DETAIL

NATURAL BOULDER POND EDGE
SEE PLAN FOR EXTENT AND LAYOUT

SLOPE SUBGRADE FOR POSITIVE
DRAINAGE

UPLAND NATIVE MEADOW
SEEDED AREAS PER DETAILS

HIGH WATER LINE (300mm DEPTH)
24 HOUR INFILTRATION TIME

REFER TO GRADING/SERVICING PLANS &
SPECIFICATIONS FOR INLETS & OUTLETS

30
0 

M
A

X
.

LOWLAND NATIVE MEADOW SEEDED
AREAS (HYROSEED WITH TACKIFIER OR
BIODEGRADABLE STRAW MATTING TYP)

30
0

30
0 

+-

300mm DEPTH NATIVE TOPSOIL
THROUGHOUT ALL NATIVE SEEDED

AREAS,  AMENDED AS/IF
NECESSARY TO MEET MINIMUM

SOIL SPECIFICATION
REQUIREMENTS.

PLANTINGS PER LANDSCAPE
PLAN L1 AND DETAILS TYP.

CCC

WARNING
INDICATOR TOE RAIL

19mm CLEAR STONE GRAVEL MULCH
100mm DEPTH WITH FILTER FABRIC

WEED BARRIER

ACCESS FROM SWITCH-BACK ACCESSIBLE
PATHWAY TO LEVEL-DECK ENTRY SEE PLAN
FOR LAYOUT AND GRADES

BBB

LIMESTONE SCREENING
SURFACING - SEE DETAIL

PLANTING PER DRAWING L1 -
600mm MIN. TOPSOIL DEPTH
IN ALL CONTINUOUS
PLANTING BEDS TYP.

ENGINEERED MULCH
SURFACING - SEE DETAIL

LIMESTONE ARMOURSTONE
AMPHITHEATER SEATING - SEE PLAN

FOR EXTENT AND LAYOUT

CLEARSTONE GRANUALR
BASE CONSISTENT BENEATH

SEATING STONES (150mm
DEPTH) AND MULCH

SURFACING.

ENGINEERED
MULCH SURFACING

SEE DETAIL

SUBGRADE COMPACTED
TO 95% SPD

NOTE: GRADES AND DRAINAGE
PER ENGINEERING PLANS +

SPECIFICATIONS TYP.

15
0 

M
IN
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DO NOT SCALE DRAWING

The contractor will check and verify all dimensions and job conditions on the site and report any
discrepancies to the Landscape Architect prior to the commencement of construction.

This drawing must not be used for construction purposes until signed by the Landscape Architect.

All drawings are the property of the Landscape Architect and may not be copied, reproduced or altered
without written permission from the Landscape Architect.
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We have relied upon the accuracy and completeness of base & background
information provided by the following Consultants in preparing this drawing and
performing our professional services.

We are under no obligation or duty to verify the accuracy and/or completeness
of this information and have not done so.
We shall not be held responsible for any errors or omissions that may arise or be
incorporated as a result of erroneous or incomplete information provided by the
Client, Consultants and Contractors.
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